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Gasoline engine: 
- power 6 HP 
- self-winding pull start 
 
12 V battery 
 
200 W alternator for battery charging 
 
Light 
 
Hydraulic drive with: 
- 2 motors directly coupled on wheels 
-dual pedal control: controls forward, reverse and neutral gear  
- variable-flow pump 
 
2 parking brakes on the wheels, integrated in the hydraulic 
motors, to be applied through the hand brake lever 
 
Engine shut-off safety device if driver stands up 
 
Seat with adjustable position (forward/back) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HMC is a hydraulic motorized chariot, to move the line 
stripers L40-PRO, AR30-PRO, A30PRO-P, AR30PRO-2C and 
AR30PRO-P-2C, useful to increase productivity and reduce 
operator fatigue 

HMC TECHNICAL DATA SHEET (hydraulic motorized chariot) 

Dimensions: 145x70x h 115 cm; Weight: 148 Kg 

Dual pedal 
control 

Light 

Hand brake lever 

Foot for parking of HMC 
without line striper 
 

AR30-PRO line striper moved by HMC 


